Maxload Pro v4.x Network Install Instructions

Important Notes

Before beginning, PLEASE READ the following:

= |f you are upgrading from a previous version of the software, please refer to the Database Migration
document for details before performing this install.

= Confirm you have sufficient rights (Read/Write/Execute) to install the software to the network location that
has been allocated for the application. If you are unsure if you have sufficient rights, please contact your IT
department.

= Please start the installation from a client machine that will be using the software as you will have the option
to point it to the network location during this process. (Discussed in more detail later in this document.)

= If you are unsure what kind of license you have, please call (972)739-8677 with your serial number
marked on the front of the media and/or present on the literature sent.

= You MUST contact TOPS via phone or email to complete the license setup. If you are installing a Demo,
you can contact TOPS via phone or email for a temporary Demo activation code.

A. Begin Installation

&

1. Please close all applications.

TOPS Software Corporation Welcome to Maxload Pro Setup program. This program will install
Copyright 1993-2012 Maxload Pro on pour computer.
v bopseng. com
Phone 972-739-8677
Fax 972-733-9478

2. Insert CD and run MaxPro_Setup.exe. If you were sent a link to
install the software, please extract those files and run the .exe from
the unzipped directory.

It iz strongly recommended that you exit all ‘Windows programs
before running this S etup Program.

Click Cancel to quit Setup and close any programs you have
running. Click Mest bo continue with the Setup program.

WARNING: This program iz protected by copyright law and
international treaties.

3. Aninstall wizard will appear with the Maxload Pro Setup
Welcome screen. Continue by clicking on the Next button.

Unauthorized reproduction or distibution of this program, or any
portion of it, may result in severe civil and criminal penalties, and
will be prosecuted ta the maximum extent possible under law.

Note: You will then see the TOPS End User License Agreement
(EULA) which needs to be reviewed and Accepted in order to
proceed.

Stepr3 Nt » Cancel
4. At the Installation dialog box, select Install to Server: o prev— ”
= Demo License — to install a trial demo. A temp license with a o
limited number of executions/days will be provided. —
Select which type of software license you are installing.
= Install to Server —to install a Network license you purchased AEmetsip E e ez

software you purchased.

(as indicated on the CD cover or literature sent). Be sure you
start the installation from a client machine as you will point the
installation of the software's files to the network location.

Install Demo License ¥r

Install bo Local PC [Standalone Yersions Only) > |

Install to Local PC — If you purchased a Stand-Alone license,
please refer to the installation instructions for the Stand-
Alone version.

( Install to Server (Netwark Wersions Only) 3 ]

Stepi4

If you are unsure what kind of license you have, please call
(972)739-8677 with your serial number in order to confirm.
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5. Choose Common Component Location of where the software

. . . @ Maxload Pro X
WI I I be InStaI Ied to. Destination Location o
= Network License — Click the Browse button to select the N

desired network location.

Setup will install Maxload Pro in the following Folder.
Toinstall inta a different folder, click Browse, and select another folder.

=  We recommend using a UNC path for the software install but

“r'ou can choose not to install Maxload Pro by clicking Cancel to exit Setup.

the Option Of 59|eCting a mapped drive from the drop'down is ForNetworkyinstallationspleasejclickion
still available the)Browse buttoniandiselectithe desired
. networkilocation \*
1 1 1 1tri Destination Folder
= If you are installing your network license on Citrix or a Do oo ]

Terminal Server, please stop the install at this point and
contact our tech support for more details and options on
installing to these environments.

TOPS Installation Wizard
Stepls

Cancel

= Click Next to proceed.

Select Destination Directory X

|\\EomputelN amehSharedFolder\R esourcel

£ $Recycle.Bin ! %

g f«i?:z Werecommend|using|UNE}
£ del pathing|forinetworkiinstalls|butiif
& Documgltdesulgnated drive|has been
£ Drivers mapped farall users|to the

£ Ghiardl2CA1NON, theniyouican selectiit
£ Intel fromithedrop=down

£ Marloadyv4
£ old-tops )
| 0% -
6. Start Installation after confirmation of the component location by  |#
CIle'ng NeXt Start Installation o

= From this point on, you will see a series of dialog boxes
Indlcatlng the progress Of InSta“atlon When the process iS Click the Mext button to begin the installation or the Back. button ta reenter the installation
complete, you will see the screen with the message “Maxload fenei
Pro has been successfully installed”.

You are now ready ta install Maxload Pro.

= Click “Finish” to exit the Maxload Pro setup.

TOFS Installation Wizard

StepG ¢ Back I Mest» Il Cancel
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B. Starting Maxload and License Setup

Upon completion of the installation, follow the "NET Setup Process" (below) in order to setup the client machines.
Note: This can be done before or after the setting of the license.

When you launch the application for the first time you will see the Maxload License Authorization dialog box. To
set the license, please call 972-739-8677 or email tech@topseng.com and state the nature of your call or email. The
following information is required for us to provide a valid Verification Code when you call or email:

Maxload License Authorization =
= Company Name — the company name that you’d like MaxLoad Pra - Version: 4.0 [Jun 7 20118)
to appear in all reports from Maxload Pro. App Path : CATOPSAPPS M aPro400
Computer Mame : DESKTOP-999ER
= Serial Number — the serial number on the CD used HER R [T

for the installation or present in the literature sent with
. B . Serial Mumb . . .
the purchase of your license, NOT the generic serial (ot Mot 200 [corono - sz - [eeasars

number in thlS dlalog bOX. |289E|393E4-E|
» The Key from the Maxload License Authorization —
dialog box. This number will be unique to the (teticaion Codc)

machine that the install was done to.

. . . . . Apply | Cancel Ernail Wiewer Maode Help
= Verification Code — this will be provided by us and |

can only be generated with the aforementioned License Infarmation

information given. Number of Users |1

retwarkStand Alone |Stand.&|one

Functionality |S

When you receive the Company Name, Serial Number and Verification Code from TOPS, please enter them
EXACTLY as provided into the above dialog box. Then click on the “Apply” button. If all information is entered
correctly, you should see a message saying “Maxload License successfully Set”.

Do note after you have set the license you will get prompted for system Defaults which you may select accordingly.
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C. User Workstation (NET Setup) Process

All users should have Full Control (read, write, modify and execute rights) access to the TOPSAPPS directory on
the network resource and sufficient rights on the workstation you wish to setup the software on.

1. Permanently map a network drive from the client machine to the network share OR use the same UNC path
used during installation to get to the location of where Maxload Pro was installed.

Browse across the network share to the \TOPSAPPS\MaxPro400\setup directory and run netsetup.exe

3. This will copy necessary files to the local pc, and install any required redistrubutables (.dlls, .exes, PDF
writer etc). It will create the required shortcut for the software and places it in the TOPS for Windows
Apps directory.

4. When netsetup completes browse to the “TOPS for Windows Apps’ directory under Start - All Programs
(All Apps in Win10). Here launch the “Maxload Pro (Net)” shortcut to access the application.

5. Repeat this process on all TOPS users machines.

You are now ready to start using the Maxload Pro application!
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